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Quality Name           : Composition              :        

Design Name           :

Type Of Fabric        :

Results

Results Results

Results Results

Results Results Warp (%) : Weft (%) :

Results

COLOUR FASTNESS TO RUBBING/BS EN 105-X12 CARE INTSRUCTIONS

Weft Counts              :

Warp Counts             :

Warp 

1213,2 3,2

Dry Wet

≥4 ≥3-4

4

157

3000 CYCLE COLOUR CHANGE  PILE LOSS YARN BREAK 

COLOUR FASTNESS TO LIGHT / BS EN 105-B02 DIMENSIONAL STABILITY AFTER WASHING

4 1084 1254

WeftWarp 

30000

PILLING - ABRASION / EN ISO 12945-2 TENSILE STRENGTH / EN ISO 13934 - 1 ( N )

SEAM SLIPPAGE / EN ISO 13936-2 (mm) TEAR STRENGTH / EN ISO 13937 - 3 ( N )

Warp WeftAfter 5000 Cycle

Pile fabric Knitting Fabric

Fabric Width (cm ±2)   :

Weight ( gr/m2 ±%5 ) :    

4

X

⃞

 

⃞

 

MARTINDALE ABRASION / EN ISO 12947-2  

LAMUN

GENARAL  INFORMATION TECHNICAL  DETAILS

% 25 COT / %75 PES   

Weft

140

430

Flat Woven Fabric 


